Upper Tellico River OHV Area
FYO08 Sediment Reduction Activities




Objective:

Reduce erosion and sedimentation In
the Upper Tellico OHV Trail System.

1. Davis Creek Road Maintenance
2. Volunteer Weekend
3. Sedimentation Reduction Contract



Davis Creek Road/Trail - 420-1
Road Maintenance Contract




Davis Creek Road/Trail - 420-1 Road
Maintenance Accomplishments

Restored rutted prism back to the original out
sloped road template.

Removed debris blocking drainage culverts.

Harden travel way at specific locations
w/ limestone aggregate base course

Provided user comfort across the road prism.



April 11, 12 & 13t
Volunteer Weekend Accomplishments

7.6 miles of trail maintenance



FY 08 Sediment Reduction Contract

March 315t 2008 — Project Synopsis posted
on www.fedbizopps.gov

April 17t 10:00 a.m. - Project Site Showing
April 24— Project Proposals Due

May 12th — Notice to Proceed.



Sediment Reduction Contract

Trail Priorities
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Sedimentation & Erosion Reduction

Priorities
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FYO0S8 Trail Sediment Reduction
Activities

Trails 420-1, 420-5
- Add culverts and ditches to address wet weather springs.
- Construct & reconstruct rolling drainage dips.
- Harden rolling dips w/ limestone base aggregate.
- Clean existing sediment traps, culvert inlets/outlets.
- Seed & mulch sediment traps

Trails 420-2, 420-7, 420-8, 420-9
- Reconstruct dips, add water bars & sediment traps.
- Clean existing sediment traps, culvert inlets/outlets.
- Seed & mulch road prism & sediment traps

Trails 420-3, 420-4, 420-6, 420-10, 420-10a, 420-11, 420-12
- Reconstruct / construct water bars & sediment traps.
- Clean existing sediment traps, culvert inlets/outlets.
- Seed & mulch sediment traps



Sediment Basin Maintenance




Sediment Trap/Basin Detail

=EDIMENT BASIN PLAN VIEW

TOE OF SLOPE




/ Water Bar

1p

ing D

Roll

Reconstruction




FY 08 Upper Tellico Sediment
Reduction Contract

RATIONAL FORESTS TN ROETH CAROLINS
TUSQUITEE RANGER DISTRICT
CHEROKEE COURTY
FP 03 - SUPPLEMERNTAL SPECIFICATIONS

for

Upper Tellico OHY

Trail Maintenance

April - 2008




Water Bar / Trail Dip
Construction Detail

2%~-3% Outslope




Trail Activities

Water Bar Spacing

Road/Trail Grade % Spacing Distance
0-5 75
6-10 60
11-15 45
16-20 35

21-30 30



Rolling Dip Typical
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Culvert Cleaning




ead Off Ditches Typical
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Goals:

Reduce the number of sites where sediment is
entering stream channel.

Focus Points
Temporary Seeding Trails 2,7, 8 (lower) & 9

Correct failing drainage structures, focusing
near streams & tributaries.

Increase frequency of trail runoff drainage
structures.




Questions



